
  

 

 

1 

     Datasheet  : MODULE 4000 P 
     Application : Waste w ater, natural water, clean water 

     Update : August 2012 

 

PONSEL Mesure – Groupe AQUALABO 
35 Rue Michel MARION – 56850 CAUDAN 

Tél.: +33 (0)2.97.89.25.30 - Fax :+33 (0)2.97.76.55.72 
Email :ponsel@ponsel.fr - www.ponsel.fr 

 

                                          DDAATTAASSHHEEEETT    

  

 
 

    Box of communication (Modbus RS485/SDI12) and power supply accessories 
 

 

 Robust and watertight box - connectors Fischer watertight long life 
 1 to 5 inputs sensors Modbus RS485 

                 Input / Output signal Modbus RS485/ SDI12  
 
 

 
 

 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 

 
Destined to the installations semi-fixed, the boxes of junction mono and multichannel 4000 P allows 
the relation of your sampler, flowmeter, datalogger multichannel LOGTEK or all other terminal which 
communicate in Modbus RS485 or SD12 with all the digital sensors from the range PONSEL. 
These solutions allowing an optimization of your measurement campaigns thanks to the 
compatibility of the digital communication of sensors with your equipments.  

 
Technical Specifications   
Box  ABS  

Protection  IP 67  

Number of Input Modbus RS 485  1 to 5 sensors Connectors Fischer  

Interfacing at communication Network 
Modbus/ SDI12  

1 output connector specific sampler/flowmeter/logger or bare wires  

Connectors inputs sensors  Metal Connectors Fischer watertight with stopper  

Operating Temperature range  -25°C to + 55 °C  

Dimensions (H x L x P) without fixing system 
with fixing system  

144 x 176 x 85 mm 215 x 146 x 90 mm  

Weight  950 g  

Power supply  Power supply sensors 5-12 V  

Consommation max.  Depend of sensors connected  

MMoodduullee  44  000000  PP  
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 Configurations  

 
 

 
 
 

 
 

 
 
 

 
 

 
 
 

 

 

 

 

 

 

 

 

 

 

 

 
The module 4000 P is compatible with all the sensors Modbus RS485/ SDI12 from PONSEL 
according to the following offer: sensor OPTOD (optical oxygen / Temperature), NTU (Turbidity 
nephelometric), C4E (conductivity/salinity), pHEHT (pH, Redox, Temperature).  
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NTU : NEPHELOMETRIC 
TURBIDITY 

C4E : CONDUCTIVITY/SALINITY 

PH/EH/T : PH/ ORP/ 

TEMPERATURE 

SAMPLER ISCO 

FLOWMETER ISCO 

DATALOGGERS 
MULTICHANNELS 

CONTROL AND REMOTE 
SYSTEM 

MODULE 4000 P 

2 to 5 sensor inlet 

ADAPTOR for 1 or 2 

sensor 

OPTOD : OPTICAL OXYGEN 


